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DESIGN FEATURES:
@ Steam rating: 125 psi WSP SERIES 100
@ Blow-out-proof stem design - e
@ Padlocking device
@ Body: ASTM A351 Gr.CF8M
@ Stem: 558316
@ Seat: PTFE
@ End Connections: Threaded End
@® Working Pressure: 1000 psi
@ Temperature Range: -50 to 400 F
@ TEST STANDARD:API 598
@® Vacuum Service to 29" Hg
@ Threaded Type:

ANSIB1.20.1 (NPT)
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b NO. | PART NAME MATERAL | Q1Y
' L"'('ff ol 1™ ' 1 | BODY ASTM A351GrCF8M | 1
| N L e 2 | cap ASTM A351GrCF8M | 1
| 3 | BALL ASTM A351 Gr.CF8M 1
' . 4 | STEM ASTM A276 Gr.316 1
- B - 5 | SEAT FIFE 2
- _ q 6 | THRUST WASHER | PTFE 1
- :._;f/ 2 > Q& 7 | PACKING PTFE 1
D ¢ T B =X T 8 | WASHER 55304 2
: bl PO 9 | SPRING WASHER | S5304 1
& % VN ol ot [ 10 | HANDLE NUT $5304 1
; 1 . 8r 11 | HANDLE 55304 1
2 | /| 12 | HANDLE SLEEVE | VINYL GRIP 1
! T 7 13 | LOCKING PLATE | 55304 1
- E
PRESSURE TEMPERATURE RATINGS DIMENSIONS
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