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Quality and Performance Where It Counts

The vALTORC brand means quality and reliability you can couni on
Qur design has been developed based on our customers' demanding
service conditions. All VALTORC ball valves are manufactured in 150 9001
certified facilities and tested in conformance with the requirements of

ANSI B 16.34 and AP 8D specifications.

VALTORC products are stocked and marketed worldwide by a network of
authonizing distrbators (o service the patraleum producing refinery and
industrial marketplace.

Qur complete AP1 60 product offering includes flanged, butt-wedd ring

type joint (RTJ), and threaded ball valves along with trunnion mownted

ball valves. Sizes range from 1/4* To 24° and are available in various
pressure classes. Contact VALTORC or one of our field representatives
{oday to discuss how VALTORC can provide solutions from your upstream
wellhead and downstream prodection needs.

Slandard Features

Two piece, bolted body flanged end valves are designed 1o meet or excesd
ioday's abrasive and corrosive applications. All Series 330 Ball Valves
incorporate the following standard features:

<& Stem is back-seated and positively retsined: cannot be removed with
the valve in service

& Stem lube fiting and weather seal

& 316 55 ball for extended e and eass of operation

<@ Fire tested and certified to API 6FA and BS 6755 latest addition

@ ATFE seats standard in class 150 & 300, Delrin seats standard in class
&00, 900 and 1500

@ Standard locking handle

@ Conforms to NAGE MR-01-75 standard with 316 stainless steel trim

& Available in both standard bore and full bore: Double stem flat design in-
dicates ball position

@' Ball includes pressure equalization hole 1o prevent irapped pressen in
body cavity in open position

Bolted Body Design

330 Series Valve is a rugged two piece bolled design. OQur pre-
mier ball vaive is avaikable in sizes 1°-FP-6°RP and pressures
up to 3705 psi. Body matenials are available in carbon sieel,
Iow femp carbon steel (LCC),and CFBM Stainless Steel

Stem Lube Ftting & Weather Seal

External stem lube fitting and internal lube channel allow for
eftective lubrication of the slem joumal. Weather seal prevents
external attack by corrosion and foreign abrasives.

i

Standard Delrin and Reinforced Teflon Seats

Seats provide bubble-tight sealing at high and low pressures.In
the event of seal damage (e.g. fire). The design incorporates
medal-to-metal sealing. Optional seat matenials include Mylon,
PTFE, PEEK and Davion
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Dimensions

I a 1

Dimensional Data (In Inches)

(Dimension | 1*FP | 1-y2°FP | 2RP | PP |212RP| ¥RP | PP | 4RP | 4P | FRP
A PORT 1 15 15 2 2 2 3 3 4 4

B 150 RF s | 65 zil (1 5 | 8 8 9 9 105
B 300 RF €5 | 72 B5 | 85 | 95 | 149 | M | 12 | 12 | 15875
B 600 AF 85 | 95 1ns | 1s 13 | 14 14 17 17 22
B 600 AT B5 | 95 11625 | 11625 | 13125 | 14125 | 14125 | 17125 | 17125 | 22125
B 000 RF w | 12 145 | 145 T

B 900 RTJ w | w2 14625 | 14625 | 1512

BISOORF | 10 | 12 | 145 | 145 | L

B 1500 ATJ 0 | 12 14625 | 14625 , | |

£ 150 425 | s 6 | &6 7 | 15 5 | 9 8 | n

€ 300 4875 | 6125 65 | 65 75 | 825 825 | 10 10 | 125

C 600 4875 | 6125 65 | 65 75 | 825 825 | 1075 1075 | 14

€ 900 se7s | 7 | Bs | 85 | 95

C 1500 a5 | 7 85 | 85 ‘ ‘

D 3.74 494 454 5.31 531 531 6.75 6.75 8.4 8.4

E 6 | 8 al | B 8 | 8 5 | 15 18 | "8

F 0.374 0.56 0.56 0.56 0.56 0.56 0.622 0622 “0.745 | *0.745
G 0822 | 0873 0873 | 0873 0873 | 0873 1.24 1.24 1365 | *1.365
H 0.64 0.77 0.77 0.77 0.77 0.77 0.99 0.99 *1.13 1.13

Wesght im 1o,

150 14 18 24 27 30 35 55 68 84 108
300 2 | 25 @ | 0 | 50 86 120 139 190
£00 27 3 36 42 55 62 96 139 163 258
900 “ | n || 8 N - - - -
1500 55 100 m 122 - , - - - -

*Dimensions are for Giass 150 bever operated valves only. Class 300, 600, 900 and 1500 require gear operalors o actuators.









