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provide optimum performance and
ng.Way extended reliability in a cost effective,

Single Seat Sl
Unbalanced Valve ] o

‘ Flexible Design Options

Dual Point PEEK Bearing
Stem Guiding

provides both stability and low friction,
yielding reduced hysleresis and
optimum control.

Trim
available in 31655, 17-4 pH, Alloy 6,
PEEK, and PTFE.

Port Guided Plug Assembly

provides stability and desired equal
percentage flow characteristic.

Lower Plug
offers easy access for inspection
and clean out.

Rugged Body

with a selection of port reductions.
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Precision Globe
Control Valves

Description: Precision Globe
Conirol Valves feature rugged
ek i Three-Way Mixing Valve Three-Way Diverting/
malerials and port sizes. The Mixing Valve

equal percentage and lingar
plugs in the 2-way valves and
linear plugs in the J-way valves
provade excellent modulating
control of a wide vanety of fuids
for pressure, temperature, level,
and fiow applications from —20

to S00°F. The Series CV-510 is J - Fluoraz O-Ring
ideally suited where value and \ .~ Upper and Lower
long life are important objectives | En.dy Seals in
for applications including but nol { . Stainless Steel
limiled 1o the Chemical, Food Y —
& Beverage, General Service, J Bu-dy Valves
Refining. Distric! Energy. and =
Pharmaceutical Industries.
Two-Way Single Seat Low
Flow Unbalanced Valve
sty
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Guided Low-Friction TFE V- Adjustable Graphite Long-Life Multi-Stack

Ring Packing Spring Loaded Packing EPDM Lip Packing





















