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VALTORC HEAVY DUTY PNEUMATIC ACTUATORS
INSTALLATION, OPERATION AND MAINTENANCE MANUAL

INTRODUCTION
WValtore International heavy duty actuators have been
designed and engineered to provide high eyele-life o meet the
demands of our customers., The actuators are equipped with
dual travel stops and accessory mounting.

NIWARNING!!!

FOR YOUR SAFETY, IT I5 IMPORTANT THAT BEFORE
REMOVING ANY COMPONENTS OF THE ACTUATOR,
ENSURE THAT ALL PNEUMATIC AND ELECTRICAL
SUPPLIES ARE DISCONNECTED AND LOCKOUT AND
TAGOUT PROCEDURES ARE IMPLEMENTED. PLEASE
CONSULT FACTORY IF YOU HAVE ANY QUESTIONS
ON ANY OF THE PROCEDURES LISTED BELOW,
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1. Installation of Actuator

Waltore actuators are adapted to the valve by means of an
intermediate bracket and coupler. The coupler adapts the
output of the actuator to the valve shafi. Standard mounting
kits provide for mounting the actuator in the direction of the
pipe. I different orentations are required please consult the
factory when the order is placed.

2. Air Supply

Preumatic piping to the actuator and associated accessories
should follow the best practices for instrument pneumatic
piping systems, LE, lines free of water, oil, pipe sealani or
other contaminants. The operating medium is to be filtered
dry air or inert gas which is filtered to 50 micron particles size
or less. It is extremely importani that the actuator be powered
with the proper air pressure and air volume, Maximum
wiorking pressure is 123 PSL

Spring return actuators will breath to the atmosphere through
the front Nange, 17s important that it not be ¢xposed to a
corrosive atmosphere. Please contact Valtore International  for
Possible solutions if this condition exists.

3. Lubrication
Valtore actuators are factory lubricated for life and additional
lubrication is not normally required. However, for actuators
performing TO0000 cyeles or more, an ol nust lubricator is
recommended. il mist lubrication requires a mineral oil type
150 VG32 Class 1 for usage in temperature range 15 to 158
Deg. F. Oil mist lubricator must be set to the lowest setting,
Oinee begun, the oil mist lubrication cannot be discontinued.
CAUTION
If the actuator is equipped with a prewmaiic positioner or
prenmaric controller, ail mist lubricated aiv cannot be used
unless the instrument mannfaciirer indicates that the
instrinmient s compatible with lubricated air,

4. Actuators in Storage or Infrequently cycled.
Actuators in storage should be kept dry and protected from
adverse conditions until installed. Original port protectors
must be kept in the ports during storage. Actuators must be
cyecled every M0 days in storage or in operation. Actuators that
do not cyele in 90 days should have a provision o jog the
actuator to check for operation if' a full cyele cannot be
achieved,

5. Double Acting Operation

Applying air pressure to the COW Port drives the piston
toward the front lange which tums the yoke counterclockwise
when viewed from the accessory side of the actuator. When
pressure is applied to the CW Port the piston is driven towards
the end cap which turns the yoke clockwise. This is shown in
the illustration below












