Model Descriptions

Model 1100-A: Bronze trim, with pressure-
tight cap. Suitable for maximum back
pressure of 60 psig. Variation 03" for

fizld adjustability.

Model 1100-B: Bronze trim, UL and FM
approved for fire pump installations.
Special design offers minimum set
pressure of 60 psig:. Easily adjustable
with handwheel to 200 psig (175 psig
with optional 125# inlet flange).

Model 1100-C:Bronze trim, with
pressure-tight cap. UL and FM
approved for fire pump installations,
Suitable for maximum back pressure of
60 psigr. Supplied with handwheel,

Applications
* Fire Pump Service, UL1478 listed and
FM approved. (models B, C)

» Overpressure relief and protection of
pumps, tanks, lines and hydraulic
systems,

* Pressure regulation.

1. Back pressure increases set pressure on a
one to one basis, and reduces capacity,
Back pressure in excess of 10% of set
pressure s not recommended,

Options
+ 85 trim. (inser and disc) (varation 02)

* Female x Female NFT connections.
(112" to 4" sizes)

* Inlet and outlet flanges per ANSI B16.1
- 125#. Limited to 175 psig maximum
sel pressure.

* Epoxy-coated intermal body and
bonnet. Temperature limit 125°F
[52°C].
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SAFETY RELIEF VALVES

SERIES 1100

Features

« Bolted bonnet permits easy
inspection and servicing without
removal from system.

» Quality cast iron body and honnat,
insert and disc are available in either
bronze or Stainless Steel (35) and
lapped for optimum performance.

+ Springs are steel with plating for
corrosion protection.

« High lift, wing-guided disc offers high

relieving capacity. Pivot between disc

and spring corrects misalignment and
compensates for spring side thrust.

« Each Valtore valve is tested and
inspected for pressure setting and
leakage.

Pressure and Temperature Limits 1
Maodel 1100-A:

5 to 400 psig,

207 to 406°F

Models 1100-B, 1100-C:
50 to 200 psig;
-20° to 406°F

Fumnished standard with ANSI rated
B16.1 - 250# inlet flange and AMNSI
rated B16.1 - 125# outlet flange.

For other pressure anten'pﬂmlrelim.
consult ANSI B16 cast iron flange standards,
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Parts and Materials

Model 1100-A 3, s - Non-code, Liquid Relief Valve

NO. Fart Name viatenals
1 Body Iron, A126 Class A or B
2 Q-ring BUMA-N
3 Insert f
4 Dhsc t
5 Spring Step 2
6 Spring Steel, Aluminum Coated
7 Bonnet Gasket Fiber and Nitrile, Klinger C-4400 or C-4401
8 Hex Head Cap Screw; Steel, SAE Gr. §
9 Bonnet Iran, A126 Class A or B
10 Cap Gaskels Fiber and Nitrile, Klinger C-4400 or C-4401
11 Compression Screw Bushing Iron, AS36 80-55-06
12 Jam Mut 4
12 Compression Screw 4
14 Caps Iron, A126 Class A cr B
15 Socket Set Screw Steel, Commercial
16 Stem 2
Items Not Shown
Handwheels Iron, A126 Class A or B

Handwheel Jam Nuts

Steel Plated, Commercial

1. Desc (itern 4) and insed (itern 3) material
Bronze, B-584 Alloy 84400 or BE2, also
available in 55, A743 Gr. CF-8, as a package

aplicn,

ha

commercial Gr, or Brass, B16.

[o)

B bosts required for 6" size.

Material CS with anti-commasion coating,

& bolts required for 37 and 4° sizes, and

4. Material Brass, B16 or Bronze, B584
casting

5. Handwheel option available, delete cap
(itern 14) and gasket (tem 10)

6. Inlet and outlet flanges per ANSI B16.1
2508, inlat flange standand and 125# inlet
flange optional, Qutlet flange 125%

Model 1100-A












