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Main Features:
Nomally closed or nomally open.
Pilot operated.
Body: Forged brass or bronze, stainless steel, efc
Shape A DIN 43650 Connection encapsulated coils.
IP65 and NEMA4 Protection.
Core tube: 304 s.s. Core spring 302 s.s. Core: 430 F s5.
Shading coil copper (brass body) siver (s.s. body).
Applications:
*Pumps. Spraying. Laundry equipments.
«Imgation. Compressors. Pollution controls.
-Heating with low or high pressure steam.
-Autoclaves. Laundry equipments.
«Spraying. Imgation. Dishwashers.
«Air dryers. water treatment.

Options:

*Energized coil indicator light.

*Explosion and / or weather proof coils and housings.
=Manual operator on main passage.

=Manual operator on pilot orifice.

Operating pressure differential *Advise: when using direct current (DC), a 25% reduction on
the maximum operating pressure difierential is expected
__ Minimum Maximum steam Maximum other fluids
Type PTFE Others PTFE seat EPDM seat PTFE seat Other seats
bar psi bar psi bar psi bar psi har psi bar psi
NC 0.5 r#) 0.2 3 10 150 3 45 17 = 2565 = 15 = 225 =
NO 0.5 7.5 0.2 3 10 150 3 45 10 150 10 150
Technical specifications
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