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VALVE ACTUATION

ELECTRIC & PNEUMATIC

PNEUMATIC ACTUATOR
(SPRING RETURN/DOUBLE ACTING)

ELECTRIC ACTUATOR

DOUBLE ACTING/SPRING RETURN
NEMA EXPLOSION PROOF (XP)

VALTORC ACTUATORS ARE OFFERED IN ELECTRIC OR PNUEMATIC STYLES
WITH SPRING RETURN, DOUBLE ACTING AND EXPLOSION PROOF OPTIONS



EL700 ELECTRIC ACTUATOR
CE & NEMA 4X APPROVAL, 120VAC
AVAILABLE FOR VALVE SIZES 1/4” 36"

TORQUE OUTPUT RANGE: 347IN-LB TO 17,359IN-LB
CONDUIT ENTRIES: 2 X 1/2” NPT FOR POWER WIRING

ALLOY STEEL SPUR GEARS TO FINAL STAGE SELECTOR GEAR
1X 1/2: NPT FOR CONTROL AND POWER WIRING

2 X SPDT FOR OPEN/CLOSE TRAVEL TIME LIMITS
TEMPERATURE RANGE: -31F TO +150F

OPTIONAL MANUAL OVERRIDE HANDLE

PNEUMATIC ACTUATORS

SSPAI10 STAINLESS STEEL PNEUMATIC ACTUATOR
HIGH QUALITY STAINLESS STEEL HOUSING
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ELXP ELECTRIC ACTUATOR
NEMA4,7,X EXPLOSION PROOF BODY DESIGN
OFFERED IN TI5VAC TO 12VAC

5AMP SPDT: TWO EXTRA SWITCHES OPTIONAL
1/2" CONDUIT ENTRY - TWO ENTRIES,

VARIOUS MODULATING ACCESSORIES OFFERED
CAPTIVE COVER BOLTS PREVENT LOSS
POLYSTER POWDER COATED ALUMINUM

FINE ADJUST CAM - 90° -270° OF ROTATION
HOUSING IS CORROSION RESISTANT

PA2000 PNEUMATIC ACTUATOR
DOUBLE ACTING OR SPRING RETURN OPTIONS

1ISO (1SO 5211) AND NAMUR MOUNTING STANDARDS

OFFERED IN SPRING RETURN OR DOUBLE ACTING

FOR VALVES SIZES 1/4” UP TO 36"

TEMPERATURE RATINGS UP TO 400F

HIGH TORQUE APPLICATIONS WITH EXTREME ENVIRONMENTS
REPLACEABLE BEARINGS, TOP AND BOTTOM TFE PINION

ONE PIECE STAINLESS STEEL ALLOY SHAFT

PRELOADED SPRING CARTRIDGES - EASY CONVERSION

OFFERED FROM DA32 - DAG0O; SR45 - SR600

COUNTER CLOCKWISE/CLOCKWISE SETTINGS
FOR VALVES SIZES 1/4” UP TO 36"

NEWLY DESIGNED COMPACT HOUSING
MINIMUM 40PSI AIR SUPPLY, 130 PSI MIXIMUM
HEAVY DUTY BEARINGS AND SEALS

DURABLE, TROUBLE FREE OPERATION

MODULAR PRELOADED SPRINGS, SPRING GUIDES

TO VIEW A EULL LIST OF OUR ACTUATORS PLEASE VISIT US ONLINE AT WWW.VALTORC.COM
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SERIES LSN4 LIMIT SWITCH

VALVE POSITION MONITOR
NAMUR STANDARD MOUNTING

TWO (2) 1/2” CONDUIT ENTRIES
ALUMINUM CAST BODY DESIGN
POLYCARBONATE DOME FOR READING
PROTECTION AGAINST POWER STRIKES
IP65/IP67 WEATHER PROOF RATING
UP TO 176F TEMPERATURE RATING
SPRING LOADED CAMS

SERIES LSN7XP LIMIT SWITCH

VALVE POSITION MONITOR
EXPLOSION PROOF BODY DESIGN

NEMA 4/7X BODY RATING
OFFERED IN STAINLESS STEEL (304/316)
IP66 APPROVED

HEAVY DUTY BUNA O-RINGS

TWO (2) 1/2” CONDUIT ENTRIES
CARBON STEEL MOUNTING BRACKET
304 STAINLESS STEEL SHAFT

SERIES LSN7 LIMIT SWITCH

VALVE POSITION MONITOR
NEMA 7/9 BODY RATING

HEAVY DUTY ALUMINUM BODY
CLEAR INIDICATING DOME

SONIC SET CAMS LOCK TOGETHER
SPECIAL CIRCUIT BOARD
STAINLESS STEEL BRACKETS
SOLENOID TERMINATION INSIDE
NAMUR MOUNTING STANDARDS

. SERIES VP900 VALVE POSITIONER
© ELECTRO-PNEUMATIC STYLE
ROTARY OR LINEAR OPTIONS

HEAVY DUTY ALUMINUM HOUSING

CORROSION RESISTANT

STAINLESS STEEL GAUGES
EXPLOSION PROOF CLASSIFICATION
100PSI MAXIMUM AIR SUPPLY

1/4” NPT AIR PIPING CONNECTION
1/2" CONDUIT CONNECTION

SERIES VP700 VALVE POSITIONER
PNEUMATIC STYLE

ROTARY OR LINEAR OPTIONS

HEAVY DUTY ALUMINUM HOUSING
SPLIT RANGE AVAILABILITY

3-15PSI INPUT SIGNAL

2.83CFM @ 20PSI, 100PSI MAX. AIR
LIGHT WEIGHT BODY DESIGN
FEEDBACK LEVER FOR STROKE
STAINLESS STEEL GAUGES

SERIES 9AAG SOLENOID VALVE
OPTIONAL STAINLESS STEEL
NAMUR STANDARDS; NEMA 4/7

DIRECT MOUNT DESIGN
100% DUTY CYCLE
MANUAL OVERRIDE OPTION
24VAC, 110V, 220V, 12/24VDC
DUAL COIL DESIGN

SLIM AND COMPACT BODY
OPTIONAL EXPLOSION PROOF

TO VIEW A EULL LIST OF OUR ACTUATORS PLEASE VISIT US ONLINE AT WWW.VALTORC.COM
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VALTORC® ALSO OFFERS:

* FULL PORT BRASS BALL VALVES * PNEUMATIC ACTUATORS * SOLENOID VALVES

+ 3-WAY BRASS BALL VALVES * ELECTRIC ACTUATORS * INDUSTRIAL VALVES

* FULL PORT STAINLESS BALL VALVES * LIMIT SWITCHES * BALL VALVES

» 3-PC STAINLESS STEEL BALL VALVES * VALVE POSITIONERS * BUTTERFLY VALVES

* SS SANITARY TRI-CLAMP BALL VALVES * GEAR OVERRIDES * KNIFE GATE VALVES

» STAINLESS STEEL FLANGED VALVES * LOCKOUTS * PLUG VALVES

« PVC/CPVC BALL VALVES * PILOT VALVES * SANITARY VALVES

« 3-WAY PVC BALL VALVES * MOUNTING KITS * SAFETY RELIEF

* BUTTERFLY VALVES, WAFER & LUG STYLE « /P TRANSDUCERS * PVC VALVES

» TRIPLE OFFSET BUTTERFLY VALVES * POULTRY SCALDER PANEL * V-PORT BALL VALVES

WHY CHOOSE VALTORC® ACTUATED VALVES?

* HIGH QUALITY ELECTRIC AND PNEUMATIC ACTUATORS * QUALITY CONTROL AND PRODUCT TESTING
* MASSIVE INVENTORY READY TO SHIP » LEADER IN VALVE AUTOMATION SINCE 1980
* VARIOUS MATERIALS AND CONNECTION TYPES AVAILABLE * UNBEATABLE ENGINEERING AND TECHNICAL SUPPORT

* SAME DAY SHIPPING

VALTORC® INTERNATIONAL IS A MAJOR SUPPLIER IN THE INDUSTRIAL CONTROL AND ACTUATED VALVES MARKET WORLDWIDE
SUPPLYING ARRA COMPLIANT VALVE PRODUCTS SINCE 1980. WE HAVE A BROAD PRODUCT LINE OF STANDARD
CONTROL DEVICES TO MEET EVEN THE MOST DEMANDING CUSTOMER REQUIREMENTS.

CONTACT US TODAY TO LEARN MORE!

CONTACT US TODAY! EMAIL ONLINE @

TOLL FREE: 1-866-VALTORC WWW.VALTORC.COM
LOCAL: 770-423-7100 SALES@VALTORC.COM
FAX: 770-499-7483

9 P.O. BOX 1928 KENNESAW, GA 30156 [ 3105 CARTER CIRCLE KENNESAW, GA 30144




