Valve Position Monitor (LSN4)

Features and Specifications
Aluminum die cast powder coated body High

PSP S0¢ 4o

corrosion resistance
Polycarbonate dome

Fully adjustable spring loaded cams for easy setting

Special printed circuit board to eliminate all wiring from the switch

elements to terminals

Protection against short circuit

(2) 1/2" conduit entries

Namur mounting as standard
Weather proof IP 65/ IP 67

Temperature range :

20 Ct080 C
4°Ft0176 F

Standard Options Available

Num. | COMPONENT DESCRIPTION MATERIAL / MAKE QrY

01 | BODY | ALUMINUM :

02 | TOPCOVER ALUMINUM :
03 | DOME COVER POLYCARBONATE :
04 |DOME INDICATOR ABS PLASTIC 1
05 |SHAFT SS 303 1
—06  |CAM ABS PLASTIC 2
07 |CAMGEAR DELRIN 2
08 |SPRING SPRING STEEL 1
09 |LIMIT SWITCH HONEYWELL 7
10 | PCB GLASS EPOXY 1

Cable Entry :1/2” NPT (2)
: M20 x 1.5 (2 by adapter)
: 34" ET (2 by adapter)
Brackets : Open (Metal)
Body Material - Aluminum
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